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52 St Enoch Sq
 Glasgow G1 4AA

0141 248 5154
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DETAIL A
PIER APRON REMEDIATION DETAIL

SCALE 1:20

EXISTING PIER
APRON

PITCHED STONE APRON
REINSTATED AND REPAIRED

WHERE NECESSARY

 EXISTING APRONS TO BE CUT BACK
WHERE NECESSARY [NOM. 100mm]

CONCRETE BACKFILL

PROPOSED
MATTRESS, MIN.
200mm THICK

SHEET PILES TO BE BURNT OFF TO FINISHED
LEVEL AFTER THE CONCRETE HAS CURED
AND CAPPED WITH BESPOKE FENDER FROM
BUOYANT WORKS OR SIMILAR APPROVED

SHEET PILES TO BE LOCATED SUCH THAT ALL
REPAIRS ARE ENCAPSULATED. SHEET PILES

ALL TIED TOGETHER

P01 09/03/23 DRAFT BZ - -

EXISTING PIER
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GENERAL NOTES
1. ALL DIMENSIONS IN MILLIMETRES UNLESS STATED

OTHERWISE.

2. THE CONTRACTOR TO CHECK ALL DIMENSIONS ON SITE
AND REPORT ANY DIFFERENCE TO THE DESIGNER.

3. ALL LEVELS ARE IN METRES ABOVE ORDNANCE DATUM
UNLESS STATED OTHERWISE.

4. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH
3255-MHB-DRG-001 AND ALL DRAWINGS LISTED THEREIN

4. DRAWINGS BASED ON TOPOGRAPHICAL SURVEY CARRIED
OUT IN APR 2021 BY ASPECT LAND + HYDROGRAPHIC
SURVEYS AND RECORD INFORMATION SUPPLIED BY
NETWORK RAIL.

P02 05/04/23 DRAFT BZ CS -

REBAR TAGS TO BE WELDED
TO THE BACK OF THE

SHEETPILE

PROPOSED STONEWORK USING STONES
RECLAIMED FROM APRON REMOVAL WORKS

OR OTHER STONEWORK MATCHING EXISTING

SHEETPILES TO BE GU 7N TO BE PRE-DRILLED TO
SUIT ANCHOR INSTALLATION.
SIZE TO NOT EXCEED 100x80mm

FOR APPROVAL

B01 28/04/23 FOR APPROVAL BZ CS -

DETAIL C
RUBBER CAP DETAIL

SCALE 1:5

BESPOKE FENDER FROM BUOYANT WORKS
OR SIMILAR APPROVED
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RUBBER CAP FIXED TO THE SHEETPILES
USING M10 (8.8) GALVANISED BOLTS SPACED
1200 C/C RECESSED INTO THE RUBBER CAP

COUNTERSINK FILLED WITH SIKAFLEX 291
MARINE SEALANT OR APPROVED EQUAL

PROPOSED TEMPORARY FRAME ALL ROUND
WITH GROUTED ANCHORS - SELF DRILLING
BARS MINOVA R32-N, OR APPROVED EQUAL.
ANCHORED MIN. 1m INTO SOUND MATERIAL
(ANTICIPATED TOTAL LENGTH TO BE 2m),
SPACED 2400mm C/C

150 x 150 STEEL
PATTRESS WEDGE

ALL NUTS, BOLTS, PLATES, COUPLERS
ETC TO BE FULLY COMPATIBLE WITH
ANCHORS IN TERMS OF GEOMETRIC
CONFIGURATION AND STRENGTH.

FOLLOWING BACKFILLING BEHIND THE SHEETPILES AND CURING OF
CONCRETE MATTRESS, TEMPORARY FRAME SHALL BE REMOVED AND
ANCHORS CUT BACK TO ALLOW NUT AND WASHER TO SIT WITHIN THE
IN-PAN.

DETAIL B
GROUT ANCHOR PLAN

SCALE 1:20

TEMPORARY FRAME

30

NOTE:
FENDERS FITTED TO TOPS OF THE SHEET

PILES TO PROTECT VESSELS IN THE EVENT
OF COLLISION, AND PREVENT DAMAGE TO

THE APRON EDGE.

[NOTE: LEAVING ANCHORS IN PLACE WILL IMPROVE THE LONGEVITY AND
STABILITY OF THE STRUCTURE BUT IS NOT ESSENTIAL - TO IMPROVE

AESTHETICS THE ANCHORS CAN BE CUT AND GROUND FLUSH WITH THE
SHEETPILES, AND PROTECTED WITH AN PROPRIETRY COATING] 
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